_GENERAL NOTES

THE THICKNESS OF BITUMINOUS MIXTURES SHOWN ON THE PLANS IS THE
NOMINAL THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL
BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES
IN THE EXISTING SURFACE OR BASE ON WHICH THE BITUMINOUS MIXTURE
IS PLACED,

THE BITUMINOUS SURFACE OF ALL MAILBOX TURNOUTS, PRIVATE
ENTRANCES, COMMERCIAL ENTRANCES, AND SIDE ROADS SHALL BE

MADE NEATLY, IN A WORKMANLIKE MANNER, AND SHALL ACCURATELY
CONFORM TO THE SHAPES AND DIMENSIONS SHOWN ON THE PLAN
DETAILS. IF REQUIRED BY THE ENGINEER, THE CONTRACTOR SHALL BE
REQUIRED TO SAW CUT THE BITUMINOUS SURFACE TO CONFORM TO THE.
SHAPES AND DIMENSIONS SHOWN ON THE PLAN DETAILS. THIS WORK
SHALL BE INCLUDED IN THE COST OF THE BITUMINOUS SURFACE

THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR
THE VARIOUS BITUMINOUS LIFTS,

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE
ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE

REMOVED. THE CONTRACTOR SHALL PROTECT AND CAREFULLY
PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED SURVEYOR OR AGENT
HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR HAVING AN AUTHORIZED
SURVEYOR REESTABLISH ANY SECTION OR SUBSECTION MONUMENTS
DESTROYED BY HIS OPERATIONS.

ON EXISTING PAVEMENT WHICH MAY BE SUPERELEVATED, THE NEW
BITUMINOUS PAVEMENT SHALL BE BUILT WITH THE SAME
SUPERELEVATION UNLESS NEW SUPERELEVATION RATES ARE GIVEN ON
THE PLANS.

ALL ELEVATIONS REFERRING TO U.S.G.S. MEAN SEA LEVEL DATUM.

ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE
INTERPRETED TO MEAN THE EDITION AS INDICATED BY THE SUBNUMBER
LISTED ON THE INDEX OF SHEETS OR THE COPY OF THE STANDARD
INCLUDED IN THESE PLANS,

THE EXISTING SHOULOERS ARE LOW. IN THE EVENT THAT CONSTRUCTION
OPERATIONS RESULY IN A DROP OFF GREATER THAN 3" BETWEEN THE
EDGE OF PAVEMENT OR EDGE OF SHOULDER WITHIN 3’ OF THE EDGE OF
PAVEMENT AND THE EARTHOR AGGREGATE SHOULDERS, THEN THE OROP
OFF SHALL BE PROTECTED ACCORDING TO ARTICLE T01.04(BXI) OF THE
STANDARD SPECIFICATIONS. <+HIS WORK WILL BE CONSIDERED AS
INCLUDED IN THE CONTRACT UNIT PRICES FOR TRAFFIC CONTROL.

THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN
CALCULATING PLAN QUANTITIES:

GRANULAR MATERIALS 2.05 | TONS 7 CU YD
BIT MATERIALS (PRIME COAT) 0.375 | GAL 7 S0 YO

ON_AGGREGATE BASES
BITUMINOUS MATERIALS 0.08 | GAL 7 0 Y0

(PRIME_COAT) ,_

FOR ADDITIONAL HMA LIFTS 0.05 | GAL 7 5 YO

"FOG_COAT”

AGGREGATE. PRIME_COAT 0.002 | TONS 7 50 YD
HMA_RESURFACING 112 | 18S /S0 YD /7 IN
SHORT TERM_PAVEMENT MARKING 10| FT 7100 FT OF APPLICATION
MIX FOR CRACKS, JTS & FLGWYS 0.0003 | TONS 7 S0 YO
LEVEL BINDER (HAND METHOD 0.0005 | TONS 7 S0 YO
SUPPLEMENTAL_WATERING 3 GAL 7 SQ YD / APPLICATION
CALCIUM_CHLORIDE 3 LB 7 SO YO / APPLICATION
TEMPORARY DITCH CHECKS TONS AGGREGATE

PREPARED BY:

DATE:

EXAMINED BYs

LLINOIS
RANSPORTATION
HRE|

ICT STUDIES & PLANS ENGINEER

- 09

01 TR@ 3

FILE NAME = 1 USER NAME = sohwankerg DESIGNED - REVISED -
o5\ work \PHIDOT\SCHVANKEROAGRIB138 7\ 1shta.cdgn DRAWN - REVISED - STATE OF ILLINOIS
PLOT SCALE » 48,0008 */ IN, CHECKED - REVISED - DEPARTMENT OF TRANSPORTATION
PLOT DATE = Ape 88, 2009 - 821281 PM DATE - REVISED - LALEs

GENERAL NOTES

SRS-2 wASALLE | 8 | 2 |

SHEETS | STA.

T0 STA,

SCALEs [ SHEET MO, OF

2
s CONTRACT NO, 66434




